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Locker (Ref. catalogue CW page 12-13)

(WxDxH: 37x33x226 cm

End piece with mirror
(Ref. catalogue CW page 18-19)

Made of laminated beechwood, suitably treated, polished and 
washable. With full-size mirror
ground on external edge.

(WxDxH: 2.5x33x220 cm

Rear-locker modular panels 
(Ref. catalogue CW page 13)

Modular panels enhance the rear of the locker and 
the environment in general. 
One, ten, a thousand surfaces that reflect a perfect picture of wellness.
The number of panels will be equal to the number of lockers, featuring open-view rear.

)WxH: 37x220 cm

Made of suitably treated laminated beechwood, polished and 
washable, with matt finish.
2 transparent white polypropylene sliding doors, for discreet privacy. 
Inside fitted out with chromed steel coat-hanger for neatly arranging 
personal items.
For easier cleaning, the locker is raised of the floor by 6 cm.
The number of lockers will be proportionate to the number of users and 
size of the environment.



Single or double bench (Ref. catalogue CW  page 27)

The benches are made of laminated beechwood 
suitably treated, polished and washable, with matt 
finish.
For making convenient use of the environment.
Double version: single or double, for every type of 
available space and every requirement.

)(WxDxH: 150x84x110 cm )(WxDxH: 150x43x110 cm  



  Mirror-towel unit-magazine holder-shoe rack 
(Ref. catalogue CW  page 26)

)double face WxDxH: 100x70x226 cm

In double version: single or double face, for every type of available space. 
Made of laminated beechwood suitably treated, polished and washable, 
with matt finish. Mirror unit with ground glass, a magazine rack, a shoe shelf 
and convenient towel holders at the disposal of users.
An elegant and spacious design that ensures the environment is always 
neat and tidy.

single face  WxDxH: 100x36x226 cm)( (



The Sauna (Ref. catalogue CW  page 20-21)

The sauna essentially consists of 3 basic elements:
- the heat and function control system
- the structure (booth)
- the heating element (stove)
SAUNA ITALIA differs in terms of all these elements.

THE ELECTRONIC CONTROL PANEL controlled by microprocessor.

With temperature control, ON / OFF time programming, remote-call 
indicator, system on max safety temperature 125°C, internal 
temperature display.

 DISPLAY 

 HOUR PROGRAMMING BUTTON
 TEMPERATURE CONTROL BUTTON

MODE

RESET / TEMP MAX 125°C



The heater

The door

Developed on the basis of a long production experience, the SINTESI 
heaters have been designed and built with original and specific features. 
The three chambers making up the SINTESI heaters enable them to 
work by convection only, which makes it possible to heat up in a very 
short time with very low consumption while keeping the back wall and the 
outer bulkhead at ambient temperature.

This is made of extra-thick tempered glass;
The internal fittings are made of laminated Okoum wood treated with non-toxic varnishes, 
which can be easily removed for cleaning and washing. 
Also features an internal lighting system with lights that vary in colour and intensity - red, 
yellow, green, blue....controlled by a special microprocessor-controlled electronic circuit.

The Booth

This has a special structure. The frames of each wall are made of wood laminate 
connected together by dovetail joints to prevent deformation due to inside / outside 
temperature difference. The inside of the walls, glued and hot pressed, is made of 
natural Hemlock; the outside, glued and hot pressed, is made of laminated 
beechwood, suitably treated and washable, with matt finish.
The walls thus become a sturdy element that does not deform over the years.



Lighting system with variable lights.

Remote-call button

Internal fittings.

The internal walls are made of natural Hemlock, glued 
and hot pressed.



Turkish bath (Ref. catalogue CW page 22-23)

)(WxDxH: 262x201x226 cm )(WxDxH: 200x130x226 cm )(WxDxH: 130x130x226 cm

HEATER SINTESI 54
Input: 5400W
Voltage: 230V / 400V

HEATER SINTESI 42
Input: 4200W
Voltage: 230V / 400V

HEATER SINTESI 28
Input: 2800W
Voltage: 230V

A HIGHLY ATTRACTIVE AND EXTREMELY RELIABLE STRUCTURE
Single-block moulded floor in non-slip laminated fibreglass supported by a sturdy metal structure. 
Modular bearing walls in fibreglass insulated during the moulding process, equipped with practical 
accessories; the back wall is equipped with shower and water mixer. The lighting system is housed 
in the ceiling central panel.
Sturdy water-tight aluminium door coated with epoxy paint, tempered full door double-glazing.
External side and back walls are made of modular panels in laminated beechwood suitably treated, 
polished and washable, with matt finish. The two front modular hot plastic-covered sheet panels are 
fitted into a sturdy metal base structure. 
The covering panels are easily removable for inspection purposes.
Being totally prefabricated, the booth can easily be disassembled and reassembled when it has to 
be moved elsewhere. Steam is produced by an advanced and reliable generator controlled by a 
sophisticated electronic control unit.

Installation of the Turkish bath requires: connection to the water mains, water drainage, power connections. 
The generator automatically controls water inlet and outlet.



)(WxDxH:180x240x230 cm

Input: 5800W - 8,8A
Voltage: 400V three-phase
Steam production: 8 Kg / h max

)(WxDxH:180x120x230 cm

Input: 3650W - 5,5A
Voltage: 400V three-phase
Steam production: 5 Kg / h max

)(WxDxH:180x180x230 cm

Input: 5800W - 8,8A
Voltage: 400V three-phase
Steam production: 8 Kg / h max
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STEAM CONTROL SECTION 
A) Internal temperature and parameter
liquid-crystal display monitor.
B) Steam parameter settings keyboard.

AROMA CONTROL SECTION 
C) Aroma reserve led indicators.
D) Aroma start switch with led indicator.
E) Aroma batching selection knob.
F) Aroma selection knob.

PROGRAMME SECTION
G) Timetable and daily and weekly programme
liquid crystal display monitor.
H) Programme setting keyboard.
I) Internal light switch.
L) Call signal off button.

CONTROL TOWER
A real control tower that gives complete 
control of all the turkish bath functions.
It includes:
1) Electronic control unit.
2) Pull-out housing for 4 aroma containers.
3) Recess for clock and programmer 
battery.
4) Electromechanical section with line 
fuses.
5) Slidable polypropylene panel.
6) Steam generator unit with solenoid 
valves and level sensors for automatic 
control of water filling and draining.
7) Screw-fitted methacrylate double 
sandblasted inspection hatch.
8) Screw-fitted metal inspection hatch.



PROGRAM SECTION
The control unit, besides 
manual operation, makes it 
possible to preset starting 
and stopping of the unit to 
program daily and weekly 
schedules.
It is also possible to 
program the time of stay in 
the Turkish bath, with a 
sound signal indicating the 
end of treatment.

STEAM CONTROL 
SECTION
The following functions can 
be programmed:
a) temperature inside the 
booth (°C);
b) temperature range setting 
thermostat (°C);
c) steam production (Kg/h). 
The following values can be  
displayed at any moment:
- inside temperature (°C);
- electrical input current 
(amps);
- conductivity of water 
(µs/cm).

AROMA CONTROL 
SECTION
The control unit allows up to 
four different essences, 
held in special containers, 
to be used for customized 
AROMATHERAPY, and to 
ensure hygiene, one of 
these containers can be 
used for a mild disinfectant. 
The controls are used to 
regulate the quantity of 
aromatic essences that are 
mixed with the steam, and 
indicator lights show when 
the containers need refilling.



Multifunction element (Ref. catalogue CW  page 24)

This is a composite element. The structure is made of 
laminated beechwood, suitably treated, polished and 
washable with matt finish.
It features a mirror with adjustable slope angle. It lights up 
the environment with yellow and green light diffused by 
methacrylate elements; aromatherapy is done using an 
ultrasonic system; it diffuses music in the environment and 
features a CD player, amplifier and speakers.

)WxDxH: 105x53x226 cm

Input: 260W
Voltage: 230V



Relaxation couch (Ref. catalogue CW  page 25)

(WxDxH: 60x182x70 cm

Stool (Ref. catalogue CW  page 18-19)

)WxDxH: 39x40x49 cm

Anatomic couches consisting of a structure (back) 
made of suitably treated, polished and washable 
beechwood, with matt finish and padding 
upholstered with blue washable and scratchproof 
fabric.
Also features a head cushion and adjustable feet.
The number of couches must be proportionate to 
the number of users and size of the premises.

Made of laminated beechwood suitably treated, 
polished and washable, with matt finish.
Metallic grey metal legs.
Can also be used as small table for supporting 
magazines, teas, aromas,....
The number of stools must be proportionate to the 
number of users and size of the premises.

)



Mirrors for the environment 
(Ref. catalogue CW  page 18-19, 28-29)

Lots of mirrors of different 
shape and size to extend and 
re-invent the environment.

(Shaped mirror - 125x196 cm
Two mirrors - 72x80 cm
Two mirrors - 30x100 cm
Two mirrors - 72x100 cm

Red polypropylene light 
(Ref. catalogue CW  page 18-19)

Compact polypropylene light, red colour. Linear shape producing a 
gentle and intimately warm light.
The number of lights must be proportionate to the number of users 
and size of the premises.

Input: 20W
Voltage: 230V


